


DATASHEET

RECORDER MODEL: Telog iLR-32A
Type   Single channel current loop recorder with integral
    cellular modem and antenna  
Input
 Range 4-20 mA standard; other ranges available on request
 Resolution  0.025% of full scale (12 bits)
 Accuracy ±0.1% of full scale (32 to 140°F)
    ±0.15% of full scale (-13 to 140°F)
 Loop resistance 105 ohms
 Maximum input 5 VDC across input; auto-resettable fuse protected
 Connection 2 position terminal block for � ying leads via
    water-tight � tting
Recording 
 Sample rate 4 per second to 1 per 8 hours; programmable
 Clock accuracy 0.01%
 Memory size 128 kbytes; 82,000 data values
 Storage method: Wrap around (� rst-in; � rst-out)  
Communication 
 Local RS-232 4 pin circular connector rated IP-68
    Auto-selected baud rate to 19.2 kbaud
 Cellular Internal Telog WM2/L1 cellular modem LTE Category 1
    certi� ed Verizon Wireless
 Local Bluetooth BLE 4.1
Battery  Factory installed, � eld replaceable Telog BP-4
    lithium battery pack
Battery Life 5 years nominal 2 data calls/day
    (@ very good to excellent signal strength)
Enclosure
 Size  4”L x 4”W x 3”H [102mm L x 102mm W x 76mm H]
 Weight 2.5 lbs. [1.2Kg]
 Material Polycarbonate
Environmental
 Temperature -40 to 158ºF [-40 to 70ºC]
 Rating NEMA 6P (IP68) 
Support Softwares
 S-3PC Telogers for Windows® 6.51 or later
 S-3EP Telog® Enterprise 6.51 or later
 DHS-Service Telog Online
 TW-UNITY Trimble Unity

 �y Reduce main bursts

 �y Fixed solution, continuous monitoring

 �y Mobile solution, trace & poinpoint leaks

 �y Easy to install, easy to use

 �y Correlation technology to minimize false 
positives

 �y LTE Wireless, cellular communication

LEAK DETECTION MONITORING

 �y PRV inlet/outlet pressure

 �y PRV di� erential pressure

 �y PRV valve position sensor

 �y Computed � ow

 �y LTE Wireless communication through 
buriable antenna

PRV MONITORING

 �y Reduce leakage and main bursts

 �y At hydrant or in pipe

 �y Improve customer service and response 
time

 �y Monitor and optimize water supply and 
operations

 �y Reduce pumping and energy costs

 �y LTE Wireless, cellular communication

PRESSURE MONITORING

Telog iLR-32A SPECIFICATIONS

ADDITIONAL APPLICATION SOLUTIONS FROM TELOG

© 2018, Telog, A Trimble Company. Telog ® is a registered trademark and Telogers™ is a trademark of Telog, A Trimble Company. Trimble ® is a registered trademark of Trimble, Inc.
Windows® is a registered trademark of Microsoft Corporation. Verizon Wireless™ is a trademark of Verizon Trademark Services.
Speci� cations within this brochure are subject to change without noti� cation. (4/2018)

U.S.A : TRIMBLE NAVIGATION LIMITED
3501 Jamboree Road
Irvine, California 92660 
+1 (949) 892-6120

TELOG �ROCHESTER OFFICE�, 
NEW YORK, USA 
830 Canning Parkway
Victor, New York 14564
+1 (585) 742-3000

R.O.W : TRIMBLE NAVIGATION LIMITED
NSC Campus, Mahon, 
Cork Ireland 
+353 21 230 9328

TrimbleWater_ContactUs@trimble.com 
www.trimblewater.com
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